
STORM �
speaker microphone

Pushbutton volume control

Optional super bright LED 
flashlight with pushbutton 
on/off

Samarium cobalt high output 
speaker for improved voice 
clarity and intelligibility

Earphone jack isolated from 
main housing for seal integrity 
(2.5 mm standard, 3.5 mm 
select models)

Larger PTT with positive 
tactile feedback

(actual size)

Ideal for personnel working in hazardous and 
extreme environments including water rescues, 
fire and emergency situations.

The highest performance level speaker microphone available on the market today, the  
Storm speaker microphone is compatible with a variety of radio makes and models and 
features a contoured design and multifunction buttons. Also compatible with SCBA devices, it is 
ideal for first responders in immediately dangerous to life and health (IDLH) situations. 

Mechanical Specifications:
•  PTT switch life: 1 million cycles
•  �Clothing clip assembly: 360º rotation 

with positive detent stops every 45º
•  Cable pull at either end: 40 lbs
•  Flame resistant cable (select radio models)
•  24 month manufacturer’s warranty

Environmental Specifications:
•  Operating temperature: -30° C to +60° C
•  Storage temperature: -57° C to +60° C
•  �Exceeds MIL-STD-810F spec, 40 mph blowing rain 

with cable attached
•  �Immersion rated, fully sealed per IP68 standard

Be clear, stay connected. 
Visit www.ottoexcellence.com or call toll-free 
�888-234-OTTO (6886) or direct 1-847-428-7171.#GS-07F-0321U

Auxiliary connector
Noise-canceling differential 
microphone with front and 
back ports to effectively 
transmit user’s voice while 
reducing surrounding noise 
(optional)



STORM FEATURES & ACCESSORIES

OPTIONAL FEATURES
•  Antenna connector
•  �Emergency button with protective shroud
•  True noise-canceling microphone
•  �Super bright LED flashlight with 

pushbutton on/off
•  �Auxiliary connector: connectivity to 

additional accessories such as SCBA 
equipment, and programming capabilities 
such as key loading or cloning

EARPHONE KITS
•  �Lightweight earphone, rubber ear tip 

and clothing clip
•  �Low profile, flexible, transparent  

acoustic tube
•  �Designed to fit either the left or right ear
•  �Quick disconnect earphone  adapter for 

easy replacement of any one component
•  �Listen-only device
•  �2.5 mm or 3.5 mm connectors available

EAR HANGER
•  �Soft rubber ear loop with speaker
•  �Adjusts to fit either the left or right ear
•  �Listen-only device
•  �2.5 mm connector available

Earphone Kit with 
right angle plug     
IS/ATEX Certified

Ear Hanger
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Storm with optional  
antenna connector 


